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Agitation Station 
for 200 litre containers with electric agitator

Function Description
The agitator station is built as a compact unit on an 
aluminium frame and is designed for use in paint shops. 
All metal parts in contact with the material are made of 
stainless steel. 

The electric gear motor, which is controlled by a frequency 
converter, achieves a constant speed, which prevents 

foam formation. In combination with a PLC control, paint-
dependent agitating programs can be stored (duration, 
speed, interval).

Features
•	 Constant speed prevents foam formation
•	 Single earthing of the components according to DIN 

EN 50310



Technical Data

Agitation station for litre containers with electric agitator

Compressed air supply lifting unit:	 6 bar

max. speed gear box agitator:	 35 - 240 rpm (standard); up to 400 rpm

Space requirement (W/D/H):	 800/900/2500 mm

max. viscosity of paint material to be processed::	 60 sec., DIN 6 mm

Approval:		  approved for use in zone 1
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Main Components

•	 Lifting unit 1000 mm stroke with 3-way control valve 
up/stop/down

•	 Stainless steel container lid with rim (ø 625) for 200l 
drum

•	 Electric gear agitator 0.55 kW, frequency-controlled 
via frequency converter

•	 Stainless steel agitator, 2 levels
•	 Compressed air connection with isolating ball valve
•	 Earthing rail and earthing material
•	 Automatic agitator switch-off
•	 Quick change for agitator unit
•	 Control cabinet for wall mounting (speed preselection, 

on/off)

Options
•	 Sump tray according to WHG
•	 Drum clamping device
•	 Query „Barrel available? Yes/No“
•	 Divisible lid
•	 PLC control
•	 User-friendly assembly on ALU profile frame
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Frequency converter control cabinet


